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Description

Features & Benefits

Primary Application

Standard Compliance

Application Instruction

Specification Clauses

®Talrakplast  SRA is a shrinkage-reducing admixture which is 

specifically formulated to reduce early and long term drying 

shrinkage of concrete and mortar by treating the cause of 
®cracking. Talrakplast  SRA reduces surface tension of water in 

the capillary pore which is a primary cause of drying 

shrinkage.

Ø Significantly reduces drying shrinkage.

Ø Reduction in carbonation of concrete.

Ø Reduces stresses that are induced by one dimensional 

surface drying of concrete can be impaired.

Ø Enhances aesthetics, watertightness and durability.

Ø Decreases prestress loss.

Ø Mitigates curling.

®Talrakplast  SRA is mainly used in plain and reinforced 

concrete which may witness cracks in the near future. It is used 

in structures such as bridges, concrete slabs, retaining walls 

etc. It can be added to ready mix or precast concrete 

structures which requires shrinkage reduction and long term 
®durability. Talrakplast  SRA is also recommended for wet mix 

shotcrete, mortars and grouts.

Technical properties

®Talrakplast  SRA complies to  ASTM C 157.

Performance Specification

®Adding of Talrakplast  SRA does not substantially affect the 

slump. It delays the curing time by 1 - 2hrs depending upon 

the dosage and temperature. 

Dosage

®The dosage of Talrakplast  SRA depends upon the desired 

level of drying shrinkage required.  A typical dosage range of 
®Talrakplast  SRA is 2.5 to 7.5 Kg/m³. Dosage exceeding this 

may be required, depending upon the level of shrinkage 

reduction needed.

Mixing

®Talrakplast  SRA can be added to the mixed concrete either at 

the batching plant or at site, which ever is preferable. The 

mixing water content should be reduced to account for the 
®quantity of Talrakplast  SRA added.

If the admixture is added at site, it is recommended to mix the 
®concrete and Talrakplast  SRA at a high speed for 3 - 5 min to 

attain an uniform mixture. 

Estimating

Packaging

®Talrakplast  SRA is supplied in 20kgs and 220kg  barrel.

Storage

®Talrakplast  SRA has a shelf life of 12 months if kept in dry 

store in original, unopened containers. If stored at high 

temperature and/or high humidity conditions the shelf life 

may be reduced.

Precautions 

Health & Safety Instructions

®In cases of contact with Talrakplast  SRA occurs, the skin 

should be washed immediately with soap and water-not 

solvent. Gloves and barrier creams should be used when 

handling these products. Eye contamination must be 

immediately washed with plenty of water and medical 

treatment sought.

Appearance: Transparent Liquid

Specific Gravity : 0.99 gm/cm³
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